
Alfa Laval Unique Mixproof CP-3
Product description

MODEL NUMBER

       

UNIQCP3     B   N   N   B   W   N   W   N   E    1   2020   W11   90   N   7PP

1 2 3 4 5 6 7 8 9 10 11 12 13

UNIQCP3    B    N    N    B    W    N    W    N    E    1    2020    W11    90    N    7PP

SURFACE FINISH

0 - Industrial (Dust Blast)

1 - 3A (32 Ra ID/Dust Blast OD)

2 - 3A Bright (32 Ra ID/Bright OD)

ELASTOMER

N - NBR

F - FPM

E - EPDM

H - HNBR

CONNECTIONS

W - Butt-Weld

M - Tri-Clamp

N - None

BALANCE PLUGS

B - Both

L - Lower

MODEL

UNIQCP3 Mixproof

SEAT LIFT

B - Both

N - None

EXTERNAL CLEAN

B - Both Spiral Clean

L - Lower Spiral Clean

U - Upper Spiral Clean

E - Upper Spiral Clean / Lower O.D Flush

F - Lower  O.D. Flush

N - None

LEAKAGE CHAMBER CIP

Y - Yes

N - No

SIZE LOWER

15 - 1.5” 

20 - 2.0” 

25 - 2.5“ 

30 - 3.0” 

40 - 4.0”

SIZE UPPER

15 - 1.5”

20 - 2.0”

25 - 2.5“

30 - 3.0”

40 - 4.0”

BODY COMBINATION

W11

W12

W21

W22

PROX

E - External (unassembled)

P - PMO compliant (preprogrammed)

N - None

TOP UNIT TYPE

NNN-NO TOP

5A*-V50 DIGITAL 24VDC PNP 0 SOL

5B*-V50 DIGITAL 24VDC PNP 1 SOL

5E*-V50 ASI 31 NODE (ver 2.1) 30VDC, 0 SOL

5F*-V50 ASI 31 NODE (ver 2.1) 30VDC, 1 SOL

5Q*-V50 ASI 62 NODE (ver 3.0) 30VDC, 0 SOL

5R*-V50 ASI 62 NODE (ver 3.0) 30VDC, 1 SOL

5MP-V50 I/O Link   0 SOL   M12   4 PIN

5NP-V50 I/O Link   1 SOL   M12   4 PIN

7A*-V70 DIGITAL 24VDC PNP 0 SOL

7B*-V70 DIGITAL 24VDC PNP 1 SOL

7C*-V70 DIGITAL 24VDC PNP 2 SOL

7D*-V70 DIGITAL 24VDC PNP 3 SOL

7E*-V70 ASI 31 NODE (ver 2.1) 30VDC, 0 SOL

7F*-V70 ASI 31 NODE (ver 2.1) 30VDC, 1 SOL

7G*-V70 ASI 31 NODE (ver 2.1) 30VDC, 2 SOL

7H*-V70 ASI 31 NODE (ver 2.1) 30VDC, 3 SOL

7Q*-V70 ASI 62 NODE (ver 3.0) 30VDC, 0 SOL

7R*-V70 ASI 62 NODE (ver 3.0) 30VDC, 1 SOL

7S*-V70 ASI 62 NODE (ver 3.0) 30VDC, 2 SOL

7T*-V70 ASI 62 NODE (ver 3.0) 30VDC, 3 SOL

7MP-V70 I/O Link   0 SOL   M12   4 PIN

7NP-V70 I/O Link   1 SOL   M12   4   PIN

7OP-V70 I/O Link   2 SOL   M12   4   PIN

7PP-V70 I/O Link   3 SOL   M12   4   PIN

IT* - INDITOP DIGITAL 0 SOLENOID

LAST LETTER I S: * SEE BUILD CODE BELOW

N = CABLEGLAND

P = PIGTAIL or M12 ADDED TO THINKTOP

INDY TOP

5M CORD PNP/ NPN    N

10M CORD PNP / NPN   1

0.5M CABLE & COUNTER PART - NPN  2

0.5M CABLE & COUNTER PART - PNP  3

INTRISICALLY SAFE NOT AVAILABLE WITH PIGTAIL

BODY ORIENTATION
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How to contact Alfa Laval
Up-to-date Alfa Laval contact details for all countries are always available
on our website at www.alfalaval.com


	

